Submersible Sewage Pump

BU4 (Submersible Non - Clog Pump)

High performance is obtained by the closed type non - clog impeller and specially designed casing. S - shaped
impeller shows high capacity of passing foreign objects and reduced vibration during operation.
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50 075 |BU4505075 010 102 0.36 55 O O @)
5 15 |BU465515 0.16 138 0.50 8.2 O O O
3 65 22 |BU465522 0.16 16.0 0.63 95 0 O 0
4 37 |BU465537 0.16 20.5 0.63 14.2 O 0 o
5 15  |BU480515 0.40 9.0 0.80 55 o o O
= 22 |BU4-80522 0.40 2.2 0.90 75 o o) O
7 37 |BU4805M00537, 040 16.5 1.40 8.2 o O O
8| g0 55 |BU4-805/00555, 0.40 20.0 160 13.0 o
8 o 75 |BU4-805/0057.5]  0.40 255 1.80 16.5 O
0 100 1l BU4-805/1005-11 0.50 30.5 2.20 19.0 O
1l 15 |BU4-805/00515 | 050 335 250 195 0
12] 185 |BU4-1005-185 0.50 39.0 2.60 24.0 o
. 22 |BU4-1005-22 0.50 420 2.80 26.0 o
14 55 |BU4150555 1.25 13.0 3.00 5.0 o
15 75  |BU4150575 125 17.5 3.40 7.0 o
16| 150 11 BU4-1505-11 150 205 3.60 1.0 o
17 15 |BU4150515 150 26.5 3.80 15.0 O
18, 185 |BU4-1505-185 150 30.5 3.80 19.0 o
19 22 BU41505-22 150 34.5 4.00 220 O
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