WOTO Submersible Sewage Pump

ZU3 (Submersible Non - Clog Type)

1 Drainage of miscellanious waste water, sewage and other filthy liquid.
2 Newly designed S - shaped impeller allows passage of foreign matters without clogging. (PAT pending)
3 This pump is small in size and light in weight because 2 - pole submersible motor is adopted.
4 Impeller is designed to prevent from forming air pocket behind it. (PAT pending).
5 Corrosion - proof double mechanical seal prevents from water entering into motor, (Oil - bath type sealing)
6 Powerful, safety and durable specially designed electric motor is adopted.
7 ZUJ is quick service type with discharge connector.
8 Automatic operation type with float switch is available with 0.75,15, 2.2 and 3.7 kw. Single operation
is performed by L type, and alternate / parallel operation is performed by L and LN type.
9 Automatic operation type is equipped with thermostat to protect control circuit.

¥ Pedestal
Floor Floor Floor support
mount type mount type mount type mount type

40 |‘

30

n
S

&

3

Total Head (m)

s [L1] L
0.08 0.1 0.15 0.2 03 0.4 05 06 08 10 12

Capacity (m®/min)

. D40 (ZU7 -505-04S| 010 75 0.25 45 O O O
L 040 |ZUJ -505-04T| 010 75 0.25 45 o o o
o 075 |ZU3-505-075| 016 100 0.32 6.0 o o o

3 15 7201 500 15 0% 16.0 0.32 2.2 O O o
4 15 72y 85 151 o8 13.8 0.50 78 ©) o o
B B 22 ZU] 855 95 0% 17.0 0.50 22 @) @) ©)

6 37 ZU] -685-37 025 25.0 050 205 @) O ©)
7 22 |2U5 -805-22| 040 M2 | 080 6.8 O O O
8 37 72U -805-37 0.40 225 0.80 14.2 ©) o o
9 56 |7Uj 805 551 050 27.5 100 7.5 @)

10 5 A -8B 75 0.50 35.0 1.00 25.0 @)




Submersible Sewage

zuJ o ZuL ) ZUJ-LN

DIMENSION (PEDESTAL SUPPORT MOUNT TYPE) ZU3
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ZUJ- 505 - 04S 0.4 496 | 81 [3251493/90 (181 |180 |290| - | - - = |G |325
50 ZUJ- 505 - 04T 0.4 434181 3251493190 (181 {180 {290 | - | - < - |6 1305
2UJ- 505-075 0.75 43781 [345|518 |95 [190 {180 {290 | - | - - - |6 |33
ZUJ-505-15 15 497 | 95 |425 624|111 [2221220/350| - | - - - |10 144
Z2UJ-655-15 1.5 497 | 95 |4251624 111 |2221220350| - | - - - |10 |44
65 | ZUJ655-22 2.2 660 | 115 |495|722134 1268 270{500 | - | - - - |10 |67.5
Z2UJ-655-37 3.7 660 | 115 |495 7221134 1268270500 | - | - = - |10 {745
ZUJ-805-22 2.2 660 | 115 1495722134 1268 /270/500| - | - - - |10 |e7.5
80 Z2UJ-805-37 3.7 660 | 115 4957221134 {1268 270500 | - | - S - 110 [74.5
Z2UJ-805-55 55 693 | 112 |505 751 1159 317 |2761496| - | - - - |10 112
2UJ-805-75 75 693 | 112 |505| 751 159 |317 |276(496 | - | - - - |10 (117
2UJ-505-045L LN | 04 496 | 81 [325]493/90 181 {180 |550 |240 |490 610 |242 | 6 (33
50 ZUJ- 505 - 04T LLN 0.4 496 | 81 1325]493/90 181 |180 |550 1240|490 610 |242 | 6 |32
ZUJ-505-0.75L LN 0.75 482 | 81 [345|518 |95 |190 {180 |550 |240 |490 |610 |242 | 6 |36.5
ZUJ- 505 - 151, LN 1.b 557 | 95 1425|624 111 | 2221220590 | 280 |530 |650 |248 | 10 |48
2UJ-655 - 151, LN 1.5 557 | 95 1425624 111 222|220 590 | 280 |530 |650 (248 | 10 |48
65 | ZUJ 655-22 LN 2.2 715 | 115 4957221134 | 268 | 270|790 | 340 |720 {860 (258 | 10 |72
Z2UJ-655- 37, LN 3.7 715 | 115 495 | 722|134 | 268 | 270|790 |340 |720 |860 [258 | 10 |78.5 .
80 Z2UJ-805-22L, LN 2.2 715 | 115 |495 | 722|134 | 268 | 270|790 |340 |720 |860 |258 | 10 |72
Z2UJ-805-37L, LN 37 715 | 115 495 | 7221134 | 268 | 270|790 | 340 |720 1860 (258 | 10 |78.5
PEDESTAL SUPPORT MOUNT 1

M12x160
215 127 |15 220,190 | 110 | 140 | M12x160 | 161 | 50 |130 | 50 | 110 |[32A | 48 | 30 | 76 | 50 |[M10 500 | 400 |15KW

2151 31 | 15 |220/190 | 110 | 140 | M12x160 [ 161 | 50 |130 | 50 | 110 |[32A| 48 30 | 76 | 50 |M10 |500 | 400 |15KW

2501 31 | 18 | 246|210 | 130 | 166 | M16x200 | 192 | 60 |140 | 60 {130 |40A | 60 | 45 | 85 |50 |M12 {600 | 500 |22-3 7KW
250| 33 | 18 | 246|210 | 130 | 166 | M16x200 | 192 | 60 |140 | 60 | 130 |40A| 60 | 45 | 85 | 50 |[M12 600 | 500 | 22-3 7KW
250| 33 | 18 | 246|210 | 130 | 166 | M16x200 | 192 | 60 {140 | 60 | 130 |[40A| 60 | 45 | 85 | 50 [M12|700 500 |5575KW

65

-80

18



